SURVEY 139
PROJECT

TASGO,1995.

SURVEY NUMBER
L139

BASIN

Tasmania Basin, Dundas Trough, TAS.

LOCATION

W. Longitude


145.00

E. Longitude


148.00

N. Latitude


41.00

S. Latitude


43.00

TRAVERSES
LINE

STATIONS

LENGTH (km)

95AGS-T1
1000 to 2230

49.20

95AGS-T2
2000 to 2912

36.48

95AGS-T3
3000 to 3646

25.84

95AGS-T4
4000 to 4408

16.32

95AGS-T5
5000 to 5120

4.80

95AGS-AB
1000 to 1120

1.20

95AGS-AB2
1000 to 1300

3.00

EQUIPMENT

Amplifiers


SERCEL SN368 120 channel.

Geophones


GSC20D 8Hz.

FORMAT

6250BPI GCR, SEG‑D

PARAMETERS
Sampling rate

2 mS.

Filters



8‑178 Hz.

Charge size


10 Kg avg.

Shot Hole Depth

20 m avg.

GEOMETRY

Spread


1‑120 continuous.

Geophone spacing

40/10 metres.

Geophone pattern

16 in line 2.5 metres apart.

CDP fold


10/20 fold.

DATA


Field Tape Numbers

SEGD 95‑001 to 95-043

SEGY EV95T01 to EV95T35

Record Boxes

139‑RBxxx to RBxxx continuous.

Cylinders

*** to ***

RESULTS

Drawing Office Numbers

Publications

Barton T.J., Johnstone D.W. and Richardson R. G. “TASGO” Seismic Survey 1995 Operational Report.AGSO Record 1995/72.

